Universaali hitsausohjepaketti MIG/MAG-putkihitsaukseen (6800005)

135 MAG-hitsaus umpilangalla | 136 MAG-hitsaus taytelangalla

MIG/MAG-putkihitsaus (prosessi 135, 136, 135 WiseRoot+/136)
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135-paittaishitsit, putki
WPS 135-BW-T-1 135 T BW 1.1/12/14 3.4 24445 PA s, ss, nb/mb
WPS 135-BW-T-2 135 T BW 1.1/12/14 3.4 24445 PC sl, 55, nb/mb
WPS 135-BW-T-3 135 T BW 1.1/12/14 3.4 24445 PH sl, 55, nb/mb
WPS 135-BW-T-4 135 T BW 1.1/12/14 - 3.4 24445 H-L045 sl, 55, nb/mb
w
WPS 135-BW-T-5 135 T BW 1.1/12/14 3 5.8 >4445 PA ml, ss/bs, nb/mb
<
WPS 135-BW-T-6 135 T BW 1.1/12/14 - 5.8 >4445 PC ml, ss/bs, nb/mb
WPS 135-BW-T-7 135 T BW 1.1/12/14 ¢ 5.8 >4445 PH ml, ss/bs, nb/mb
WPS 135-BW-T-8 135 T BW 1.1/12/14 2 5.8 >4445 H-L045 ml, ss/bs, nb/mb
P
WPS 135-BW-T-9 135 T BW 1.1/12/14 = 8..20 >4445 PA ml, ss/bs, nb/mb
WPS 135-BW-T-10 135 T BW 1.1/12/14 8..20 >4445 PC ml, ss/bs, nb/mb
WPS 135-BW-T-11 135 T BW 1.1/12/14 8..20 >4445 PH ml, ss/bs, nb/mb
WPS 135-BW-T-12 135 T BW 1.1/12/14 8..20 >4445 H-L045 ml, ss/bs, nb/mb
136-paittaishitsit, putki
WPS 136-BW-T-1 136 T BW 1.1/12/14 - 5.8 >4445 PA ml, ss, mb
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WPS 136-BW-T-2 136 T BW 1.1/12/14 - L T 5.8  >4445 PC ml, ss, mb
WPS 136-BW-T-3 136 T BW  11/12/14 z Z = 5.8 >4445 PH ml, ss, mb
WPS 136-BW-T-4 136 T BW  11/12/14 8 ° 9 5.8  >4445 H-L045 ml, ss, mb
<
WPS 136-BW-T-5 136 T BW 1.1/12/14 = < o= 8..20 =>4445 PA ml, ss, mb
WPS 136-BW-T-6 136 T BW 1.1/1.2/14 28 9 8..20 4445 PC ml, ss, mb
™~ ™~
WPS 136-BW-T-7 136 T BW 1.1/12/14 S o g 8..20 =4445 PH ml, ss, mb
wv wv
WPS 136-BW-T-8 136 T BW 1.1/12/14 > = Z 8..20 =4445 H-L045 ml, ss, mb
L L ]
135 WiseRoot+ ja 136-paittaishitsit, putki
WPS 135-136-BW-T-1 T BW 1.1/12/14 8..10 >4445 PJ/PA ml, s, mb
WPS 135-136-BW-T-2 T BW  1.1/12/14 0 0 o 8..10 >4445 PJ/PCC ml, s, mb
T
WPS 135-136-BW-T-3 T OBW 111214 ST ST = 8.10 24445 PJ/PH ml, ss, mb
WPS 135-136-BW-T-4 % TOBW 111214 % B 3o 8.10 24445  LL04S/H-L04S ml, ss, mb
WPS 135-136-BW-T-5 g T BW 111214 T S = § T 10..20 >4445 PJ/PA ml, ss, mb
< ~ < =
WPS 135-136-BW-T-6 ZJ, TOBW 111214 2 ; 2 ; P 10..20 =4445 PJ/PCC ml, ss, mb
WPS135-136BWT7 o T BW 111214 @R R 3 8 10..20 >4445 PJ/PH ml, ss, mb
WPS135-136-BW-T8  ~ T BW 11/1214 ©3 ©F EQ 10..20 24445 L-L045/H-L045 ml, ss, mb
& & z

Lisaa tuotetietoja, uutisia ja videoita on Kempin verkkosivustossa osoitteessa www.kemppi.fi
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