
MIG/MAG-rørsveising (prosess 135, 136, 135 WiseRoot+/136)
W

PS
-n

um
m

er

Pr
os

es
s

Fu
ge

ty
pe

Sk
jø

tt
yp

e

M
at

er
ia

lg
ru

pp
e

Ti
lse

tt
m

at
er

ia
l

M
at

er
ia

lty
kk

el
se

 
(m

m
)

U
tv

en
di

g 
rø

rd
ia

m
et

er
 (m

m
)

Sv
ei

se
po

sis
jo

n

Sv
ei

se
de

ta
lje

r

135 buttsveiser, rør
WPS 135-BW-T-1 135 T BW 1.1/1.2/1.4
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3…4 ≥ 44.45 PA sl, ss, nb/mb

WPS 135-BW-T-2 135 T BW 1.1/1.2/1.4 3…4 ≥ 44.45 PC sl, ss, nb/mb

WPS 135-BW-T-3 135 T BW 1.1/1.2/1.4 3…4 ≥ 44.45 PH sl, ss, nb/mb

WPS 135-BW-T-4 135 T BW 1.1/1.2/1.4 3…4 ≥ 44.45 H-L045 sl, ss, nb/mb

WPS 135-BW-T-5 135 T BW 1.1/1.2/1.4 5…8 ≥ 44.45 PA ml, ss/bs, nb/mb

WPS 135-BW-T-6 135 T BW 1.1/1.2/1.4 5…8 ≥ 44.45 PC ml, ss/bs, nb/mb

WPS 135-BW-T-7 135 T BW 1.1/1.2/1.4 5…8 ≥ 44.45 PH ml, ss/bs, nb/mb

WPS 135-BW-T-8 135 T BW 1.1/1.2/1.4 5…8 ≥ 44.45 H-L045 ml, ss/bs, nb/mb

WPS 135-BW-T-9 135 T BW 1.1/1.2/1.4 8…20 ≥ 44.45 PA ml, ss/bs, nb/mb

WPS 135-BW-T-10 135 T BW 1.1/1.2/1.4 8…20 ≥ 44.45 PC ml, ss/bs, nb/mb

WPS 135-BW-T-11 135 T BW 1.1/1.2/1.4 8…20 ≥ 44.45 PH ml, ss/bs, nb/mb

WPS 135-BW-T-12 135 T BW 1.1/1.2/1.4 8…20 ≥ 44.45 H-L045 ml, ss/bs, nb/mb

136 buttsveiser, rør
WPS 136-BW-T-1 136 T BW 1.1/1.2/1.4
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5…8 ≥ 44.45 PA ml, ss, mb

WPS 136-BW-T-2 136 T BW 1.1/1.2/1.4 5…8 ≥ 44.45 PC ml, ss, mb

WPS 136-BW-T-3 136 T BW 1.1/1.2/1.4 5…8 ≥ 44.45 PH ml, ss, mb

WPS 136-BW-T-4 136 T BW 1.1/1.2/1.4 5…8 ≥ 44.45 H-L045 ml, ss, mb

WPS 136-BW-T-5 136 T BW 1.1/1.2/1.4 8…20 ≥ 44.45 PA ml, ss, mb

WPS 136-BW-T-6 136 T BW 1.1/1.2/1.4 8…20 ≥ 44.45 PC ml, ss, mb

WPS 136-BW-T-7 136 T BW 1.1/1.2/1.4 8…20 ≥ 44.45 PH ml, ss, mb

WPS 136-BW-T-8 136 T BW 1.1/1.2/1.4 8…20 ≥ 44.45 H-L045 ml, ss, mb

135 WiseRoot+ og 136 buttsveiser, rør
WPS 135-136-BW-T-1
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8…10 ≥ 44.45 PJ/PA ml, ss, mb

WPS 135-136-BW-T-2 T BW 1.1/1.2/1.4 8…10 ≥ 44.45 PJ/PCC ml, ss, mb

WPS 135-136-BW-T-3 T BW 1.1/1.2/1.4 8…10 ≥ 44.45 PJ/PH ml, ss, mb

WPS 135-136-BW-T-4 T BW 1.1/1.2/1.4 8…10 ≥ 44.45 L-L045/H-L045 ml, ss, mb

WPS 135-136-BW-T-5 T BW 1.1/1.2/1.4 10…20 ≥ 44.45 PJ/PA ml, ss, mb

WPS 135-136-BW-T-6 T BW 1.1/1.2/1.4 10…20 ≥ 44.45 PJ/PCC ml, ss, mb

WPS 135-136-BW-T-7 T BW 1.1/1.2/1.4 10…20 ≥ 44.45 PJ/PH ml, ss, mb

WPS 135-136-BW-T-8 T BW 1.1/1.2/1.4 10…20 ≥ 44.45 L-L045/H-L045 ml, ss, mb

135 MAG-sveising med massivtråd | 136 MAG-sveising med slaggende rørtråd

Du finner mer produktinformasjon, videoer og nyheter på nettstedet vårt på www.kemppi.com
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Universelle WPS-er for MIG/MAG-rørsveising (6800005)


